
Cable 
Protection 
Hoses

Cablesaremostly
unprotectedandcaughtina

crossfireofdangers.Extremely
flexibleandresistanttotorsion,
cableprotectionhosesareused

asaphysicalprotectionfor
flexibleelectriccablesin

applicationssuchasrobot
jointsandautomaticwelding

machines.Theyare
manufacturedwithinsulating

rubbercompounds,highly
ageing-andozone-resistant

andresistingchemicals
andmineraloil.
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  Protection 
 4 and Cooling

ROBOT
SALDATRICI 5-10 
Cableprotectionhose.

 4 Protection
CABLE 109 
Recommendedforprotection
andcarryingweldingandindustrialcable.

CONDUREX/N 
Designedforsheathedcablesonmachinetools
aswellasonfixedmachinery.
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N – Cable Protection Hose

Protection and Cooling
 ROBOT 4 N4
 SALDATRICI5-10 4 N5

Protection
 CABLE109 4 N6
 CONDUREX/N 4 N7
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ROBOTTR          

 IH36832203/40 30 40 0,4 58,0 4 1,2 174,0 12 0,78 -

 IH36832204/40 40 52 0,4 58,0 4 1,2 174,0 12 1,21 -

 IH36832212/40 44 56 0,4 58,0 4 1,2 174,0 12 1,31 -

 IH36832208/40 48 60 0,4 58,0 4 1,2 174,0 12 1,40 -

ROBOTCIATS          

 IH36832225/40 25 35 0,4 58,0 4 1,2 174,0 12 0,68 -

 IH36832256/40 32 42 0,4 58,0 4 1,2 174,0 12 0,83 -

 IH36832251/40 40 50 0,4 58,0 4 1,2 174,0 12 0,99 -

 IH36832253/40 42 52 0,4 58,0 4 1,2 174,0 12 1,05 -

ROBOTEDTS          

 IH36832231/40 32 44 0,6 90,0 6 1,8 270,0 18 0,94 -

 IH36832232/40 38 50,5 0,6 90,0 6 1,8 270,0 18 1,10 -

 IH36832233/40 42 54 0,6 90,0 6 1,8 270,0 18 1,35 -

ProtectionandCooling

RUBBERCABLEPROTECTIONHOSEMADEINITALYParkerITR

HoseConstruction
Tube: Black,smooth,syntheticNR/SBR

rubbercompound
Reinforcement: Synthetictextilefabrics
Cover: Black,abrasion,ozoneandweather-

resistant,syntheticSBRrubber
compound

Applications
Light-weightandflexible,recommendedforprotection
andcarryingweldingcablecoolantandparticularlyfor
robotapplications,whereatwist-connectorisrequired.

TemperatureRange
-20°C(-46°F)to+80°C(+176°F)

Tolerances
RMAsteelmandrel
Oninsidediameter:
≤ I.D.38mm: ±0,79mm
>I.D.38mm: ±1,59mm
Onoutsidediameter: ±1,59mm
Lengthtolerance: ±1%

     Working   Burst
     Pressure   Pressure   min.Bend
  I.D. O.D.       Weight Radius
 PartNumber mm mm MPa psi bar MPa psi bar kg/m mm

PartNumber/
StandardLength

m

ROBOT 
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SALDATRICI5          

 IH36202013/40 25 33 0,5 72,5 5 1,5 217,5 15 0,52 -

 IH36802009/40 30 40 0,5 72,5 5 1,5 217,5 15 0,77 -

 IH36802008/40 38 50 0,5 72,5 5 1,5 217,5 15 1,15 -

SALDATRICI10          

 IH36802045/40 28 38 1,0 150,0 10 3,0 450,0 30 0,73 -

 IH36802046/40 35 46 1,0 150,0 10 3,0 450,0 30 0,98 -

 IH36802047/40 38 48 1,0 150,0 10 3,0 450,0 30 0,94 -

 IH36802051/40 42 52 1,0 150,0 10 3,0 450,0 30 1,01 -

ProtectionandCooling

     Working   Burst
     Pressure   Pressure   min.Bend
  I.D. O.D.       Weight Radius
 PartNumber mm mm MPa psi bar MPa psi bar kg/m mm

HoseConstruction
Tube: Black,smooth,SBRrubber

compound
Reinforcement: Synthetictextilefabrics
Cover: Black,abrasion,ozoneand

weather-resistant,SBRrubber
compound

Applications
Light-weightandflexible,recommendedforprotection
andcarryingweldingcablecoolant.

TemperatureRange
-20°C(-46°F)to+80°C(+176°F)

Tolerances
RMAsteelmandrel
Oninsidediameter:
≤ I.D.38mm: ±0,79mm
>I.D.38mm: ±1,59mm
Onoutsidediameter: ±1,59mm
Lengthtolerance: ±1%

RUBBERCABLEPROTECTIONHOSEMADEINITALYParkerITR

SALDATRICI  5 - 10 

PartNumber/
StandardLength

m
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 IH36832047/40 35 37 - - - - - - 0,12 -

 IH36832049/40 38 42 - - - - - - 1,00 -

 IH36832040/40 40 43 - - - - - - 0,61 -

 IH36832048/40 45 47 - - - - - - 0,20 -

     Working   Burst
     Pressure   Pressure   min.Bend
  I.D. O.D.       Weight Radius
 PartNumber mm mm MPa psi bar MPa psi bar kg/m mm

Protection

HoseConstruction
Tube: Black,smooth,SBRrubber

compound
Reinforcement: Synthetictextilefabrics
Cover: Black,abrasion,ozoneandweather-

resistant,SBRrubbercompound

Applications
Extralight-weightandflexible,recommendedfor
protectionandcarryingweldingandindustrialcable.

TemperatureRange
-20°C(-4°F)to+80°C(+176°F)

Tolerances
RMAsteelmandrel
Oninsidediameter:
≤ I.D.38mm: ±0,79mm
>I.D.38mm: ±1,59mm
Onoutsidediameter: ±1,59mm
Lengthtolerance: ±1%

CABLE 109 

PartNumber/
StandardLength

m
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 IH35632010/100 10 2,5 - - - - - - 0,11 13

 IH35632012/100 12 2,5 - - - - - - 0,13 13

 IH35632014/100 14 2,6 - - - - - - 0,15 15

 IH35632016/100 16 2,6 - - - - - - 0,16 16

 IH35632020/100 20 2,8 - - - - - - 0,23 21

 IH35632025/50 25 2,9 - - - - - - 0,31 30

 IH35632028/60 28 3,1 - - - - - - 0,38 35

Protection

HoseConstruction
Flexiblehosehavingabeige,rigidPVCspiral
embeddedinablack,flexiblePVCwall.


Applications
Excellentinsulatingproperties,speciallydesignedfor
sheathingcablesonmachinetoolsaswellasonfixed
machinery.

TemperatureRange
-10°C(+14°F)to+60°C(+140°F)

Tolerances
Oninsidediameter: ±1%
Lengthtolerance: ±1%
Allothertechnicaldataaresubjecttoa±5%tolerance.

     Working   Burst
     Pressure   Pressure   min.Bend
  I.D. Wallthickness       Weight Radius
 PartNumber mm mm MPa psi bar MPa psi bar kg/m mm

CONDUREX/N 

PartNumber/
StandardLength

m

PartNumber/
StandardLength

m


